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InnScreen S3 
[ Pixel Pitch 3,9 mm ] Indoor

// Fixed Installation Indoor

Most reliable fixed installation cabinet 
with brilliant video performance.

Light profile.
Front and rear service through magnetic 
design with push & pull function.
Direct wall mounting.

Facts [m2]

Brightness [cd/m2] 1.200

Weight [kg/m2] 24

Resolution [pixel/m2] 256 x 256

Cabinets Per m2 4

Wattage Max./Avg. [W/m2] 536  /  216
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Physical Facts
Pixel Pitch [mm] 3,906

Brightness [cd/m2] 1.200

Protection Level [Front/Back] IP 20

Cabinet Weight [kg] 6

Cabinet Size  [mm] 1.000 x 250 x 42

Cabinet Resolution [px] 256 x 64

Pixel Density [px/m2] 65.536

Optical Facts
Viewing Angle Hor/Ver [Deg] 140  /  140

Refresh Rate Min. [Hz] 1.920 / 3.840

IC Driver MBI 5124 / MBI 5153

LED Type SMD 2121

LED Nationstar

Processing [bit] 14

Video Processing Novastar

InnScreen S3

Power Supply
Input Voltage [V] 110 - 220

Wattage Max./Avg. [W /Cabinet] 134  /  54

Wattage Max./Avg. [W /m2] 536  /  216

Cabinets Per 16 A Phase 22

Innlights Standards
Black Face LED (Indoor Series)

Professional Image Processing / Video Direction

Certificates: CE (EMV), RoHs

Innlights Customized
IC Driver / Refresh rate

SMD type

Innlights System Integration
Framework Design

Digital Signage Advising & Creating

Digital Signage via Online Remote

Monitoring Solutions

Permissions Support


